Dynavector MC Cartridges and Tonearm

Since 1978, as a high end audio manufacturer, Dynavector has been delivering numerous high perform-
ing cartridges around the world. Our founder was a professor of mechanical engineering and when it
comes to development, we strongly believe and follow his tradition to always take “an approach based
on academic engineering theory".

Starting with our uniquely developed high-performance vibration system, including ultra-fine wire high-
output coils and jewel cantilevers, we began to focus on the importance of magnetic circuits in the 1990s.
As a result, we have developed flux dumpers that stabilize magnetic flux as well as soft magnetism that
reduces magnetic flux fluctuations in our cartridges.

In 2024, we successfully improved the physical magnetic circuit properties to achieve ideal performance
that dramatically elevates sound quality with our newly developed special annealing technology.

MC Cartridge Series

W DV XV Ultima =1

Built on the same Special Annealing foundation as the Prima, but asking, "How far can this
go?" Research-grade ultra-high-purity iron responds to magnetic flux with minimum distortion.
Ultra-fine coil on a precision cross-cut armature brings moving mass to its absolute minimum.
Quieter between the notes. More present within them. No compromise on material, no
concession to cost. The XV Ultima is for the listener who has heard everything and is still
looking.

e Output Voltage:0.32mV e Frequency response:20 - 20,000Hz (x1dB) e Channel balance: < 1.0dB
e Channel Separation: > 30dB e Compliance:10mm/N e Impedance:24ohms
e Stylus tip:PF Line contact shape e Cantilever:Solid boron e Tracking force:1.8 - 2.2g e Weight:12.0g

B DV XV Prima E=T

The XV philosophy made whole. Every principle accumulated over decades, the open body,
the 8 ALNICO magnets, the 4-part equaliser, the stable African Ebony and now the Special
Annealing magnetic circuit, converges into one instrument of exceptional stability and musical
integrity. The soundstage is wide and naturally proportioned. Tonality is honest. The balance
across the frequency spectrum is something you stop noticing because it simply sounds
correct. The XV Prima is not a stepping stone. It is a destination.

e Output Voltage:0.28mV e Frequency response:20 - 20,000Hz (+1dB) e Channel balance: < 1.0dB
e Channel Separation: > 30dB e Compliance:10mm/N e Impedance:6ohms
e Stylus tip:PF Line contact shape e Cantilever:Solid boron e Tracking force:1.8 - 2.2g e Weight:12.6g

M Te Kaitora Rua

Inheriting the alnico magnets and magnetic equalizer from the XV series, the opened struc-
tured titanium body produces neutral playback sound focusing on resolution and speed. It
realistically reproduces information on the vinyl and allows one to enjoy music regardless of
the genre.

e Output Voltage:0.26mV e Frequency response:20 - 20,000Hz (+1dB) e Channel balance: < 1.0dB
e Channel Separation: > 30dB e Compliance:10mm/N e Impedance:6ohms
e Stylus tip:PF Line contact shape e Cantilever:Solid boron e Tracking force:1.8 - 2.2g e Weight:9.8g

DV XX-2A

This model uses our newly developed special magnetic annealing technology, which
enhances the properties of pure iron used in the magnetic yoke. By realizing an ideal
magnetic circuit, the sound quality is drastically improved and provides excellent resolution
without distortion, enabling a smooth wide-range expression and spacious sound field during
your listening experience.

e Output Voltage:0.28mV e Frequency response:20 - 20,000Hz (+1dB) e Channel balance: < 1.0dB
e Channel Separation: > 30dB e Compliance:10mm/N e Impedance:6ohms
e Stylus tip:PF Line contact shape e Cantilever:Solid boron e Tracking force:1.8 - 2.2g e Weight:8.9g




M KARAT 17DX

By using a diamond cantilever with an extremely short length of 1.7 mm, this model has an
unparalleled high resonance frequency of 100 kHz. With a completely flat frequency response
over a wide frequency range, it offers astounding analog playback that is on a different level
compared to other cartridges.

e Output Voltage:0.3mV e Frequency response:20 - 20,000Hz (+1dB) e Channel balance: < 1.0dB
e Channel Separation: > 25dB e Compliance:15mm/N e Impedance:32ohms
e Stylus tip:Micro-Ridge e Cantilever:1.7mm length solid diamond e Tracking force:1.8 - 2.0g e Weight:11.0g

W DV 20X2A-H/L

The DV 20X2A is a basic model of the Dynavector MC cartridge series. It has a solid
aluminium alloy body, hard aluminium cantilever and a Micro-Ridge stylus tip. The magnetic
circuit uses pure iron that has stable magnetic properties with minimal distortion. Furthermore,
it is performed special annealing that focuses on optimizing the magnetic annealing process.

e Output Voltage:2.8mV / 0.3mV e Frequency response:20 - 20,000Hz (+2dB) e Channel balance: < 1.0dB
e Channel Separation: > 25dB e Compliance:12mm/N e Impedance:1500hms / 50hms
e Stylus tip:Micro-Ridge e Cantilever:Hardened aluminium pipe e Tracking force:1.8 - 2.2g e Weight:9.2g

W DV 10XA-H/L

The 10XA is the latest evolution of the celebrated 10X series, incorporating a newly developed
magnetic circuit treated with Dynavector's Special Magnetic Annealing process. Flux Damper,
Softened Magnet, and the Shibata Il stylus combine with decades of refinement to deliver a
more resolved, musically faithful performance. Available in high and low output.

HIGH out

e Output Voltage:2.8mV / 0.5mV e Frequency response:20 - 20,000Hz (+2dB) e Channel balance: < 1.0dB
e Channel Separation: > 25dB e Compliance:12mm/N e Impedance:1500hms / 32o0hms
e Stylus tip:Shibata Il e Cantilever:Hardened aluminium pipe e Tracking force:1.8 - 2.2g e Weight:7.5g

W DV 10X5 MkIl / 10X5 Mkil LOW

The 10X5 MklI delivers the dynamic, engaging sound the 10X series has always been known
for. Dynavector's Flux Damper and Softened Magnet technologies work alongside a Shibata
Il line-contact stylus to retrieve fine groove detail with composure and musical conviction.
Available in high and low output.

e Output Voltage:2.8mV / 0.5mV e Frequency response:20 - 20,000Hz (+2dB) e Channel balance: < 1.0dB
e Channel Separation: > 25dB e Compliance:12mm/N e Impedance:1500hms / 32ohms
e Stylus tip:Shibata Il e Cantilever:Hardened aluminium pipe e Tracking force:1.8 - 2.2g e Weight:7.5g

W ASKA-H/L £=13

ASKA, born from a desire to bring the magic of MC cartridges to a wider audience without
compromising Dynavector's high-end philosophy. By inheriting the design principles and
craftsmanship refined in our flagship models, ASKA delivers an open, low-distortion sound at
an accessible price point.

e Output Voltage:2.8mV / 0.3mV e Frequency response:20 - 20,000Hz (+2dB) e Channel balance: < 1.0dB
o Channel Separation: > 25dB e Compliance:12mm/N e Impedance:150ohms / 50hms
e Stylus tip:Elliptical e Cantilever:Hardened aluminium pipe e Tracking force:1.8 - 2.2g e Weight:5.8g

Exchange service for phono cartridges

Dynavector’'s “Exchange service” means that we replace the damaged cartridge with new same model
under discount price. Also most of older models are covered under exchange service.

Using exchange service needs send back your damaged cartridge and some procedure.

For details, please contact Dynavector official retailer or authorized distributor in your country.



W DV 507 MKII

A bi-axis, inertia controlled, tone arm: A main arm that operates horizontally and
a sub-arm that operates vertically.

It matches well with any type of cartridge, and exhibits outstanding performance
over a wide range of low to high frequencies.

e Overall length:306mm e Effective length:241mm e Overhang:15mm

o Offset angle:21.5degree e Optimum cartridge weight:15 - 35¢g including headshell

e Horizontal tracking angle error:0 degree at inner band of record, 2.2 degree at outside
e Output connection:5P connector e Headshell connection:EIA standards 4 Pin connector e Net weight:1,380g

Phono Cable

W crP1

Born from countless hours of prototyping and listening, the CP-1 phono cable delivers a
powerful sound boasting an overwhelming resolution that conveys the delicate tones of
instruments and the subtle breaths of the vocalist. This cable delivers optimal performance
not only for Dynavector phono cartridges but for all phono cartridges and tonearms.

e Conductor:Stranded Construction using ultra-fine copper wire e Structure:Unique 6 Core Structure
e Shield:Double shielding with ultra-fine copper wire e Outer Diameter:8.5mm e Cable Length:1.5m
e Insulator:PVC e RCA Plug:Rhodium plated, Collet chuck type e DIN Plug:Rhodium plated, Straight DIN

Headshell Lead Wire

BcL1

Developed to meet the exacting standards of a long-established cartridge manufacturer, this
lead wire delivers a level of performance that elevates analog playback to a new tier. Whether
paired with Dynavector's MC cartridges or those from other brands, the CL-1 will maximize

your systems potential. [ Headshel Loag wirg
CL-1 |

e Conductor:Stranded Construction using ultra-fine copper wire
e Cable Length:40mm
e Connector:Rhodium plated, Inner diameter 1.2 mm /1.0 mm

Step-UP MC Transformer

B SUP-200

This is a high quality MC step-up transformer that uses a high magnetic permeability core and
OFC wire.

In addition to the double magnetic shielding provided by the mu-metal casing, it is thoroughly
shielded by the thick aluminum shielding case. The terminals are rhodium plated.

e Step-Up Gain:26dB (3ohms/47kohms at 1kHz) e Frequency Response:20 - 100kHz (40.5dB, —1.0dB)
e Channel Balance: < 0.1dB (at 1kHz) e Channel Separation: > 90dB (at 1kHz)
e Input Impedance:3ohms - 350hms e Dimensions:W120mm x D100mm x H60mm e Weight:1.15kg
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